
Technical data

Potentiometer without switch:
Potentiometer value: According to label ±20%

For specific and detailed potentiometer
values please contact us for data sheet

Dimensions (HxWxD): LSBOX85: 85 x 85 x 54 mm
IP54: 80 x 82 x 54 mm

Enclosure: LSBOX85: IP40
IP54: IP54

Temperature: 0 - 50 C

Potentiometer with switch:
Potentiometer value: According to label ±20%

For specific and detailed potentiometer
values please contact us for data sheet

Switch: 1-pole (Normally Open)
Max load: 250 VAC, 10A peak load

4A inductive, 1A Capacitive
Min load: 5VDC 100mA

Dimensions (HxWxD): LSBOX85: 85 x 85 x 54 mm
IP54: 80 x 82 x 54 mm

Enclosure: LSBOX85: IP40
IP54: IP54

Temperature: 0 - 50 C
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Description

Operating potentiometer compatible with the majority of manual 
regulators. 
These potentiometers comes in various potentiometer values with or 
without switch. The model with switch is equipped witn a 1 pole 
switch. 
The switch is off when the button is turned contra clockwise and on 
when it is turned clockwise (a click is heard). 
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External equipment
(Eg. Fan or frequency converter)

External equipment
(Eg. Fan or frequency converter)

Connection exampel: Connection exampel:


